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Charcoal filter

CK90TBTF
90cm Stainless Steel Square Rangehood 

INSTALLATION NOTES
A suitably qualified installer is required. Check
dimensions before commencing installation. 

Electrical Connection
This is a simple plug in connection. A one metre power
cord with plug is fitted to the rangehood 

2 Year Warranty
A full nationwide 2 Year Warranty applies. Proof of purchase
and proof of correct installation by a qualified installer is
required for warranty service. 

Call Emilia Glem on 1 300 307 917 for details.

Please note:
Every effort has been made to ensure this information is correct.
However, due to product improvement Glem Gas reserves the right to
make changes to products without prior notice.

Glem Gas Australasia Pty. Ltd.
www.glemgas.com.au

DIMENSIONS & WEIGHTS
Unpacked Weight 16 kg
Packed Weight 17.6 kg
Packed Dimensions cm 96L x 43W x 55H

MAIN FEATURES
Type Canopy Rangehood
Control Back lit touch control
Construction type Stainless steel
Operation levels 3 speeds
Lighting

3 x Easy wash SS baffle
LED strip light

Filtration
Maximum air extraction 800 cubic metres/hour
Recirculation Operation YES
Ducted Operation YES

Available as an option
Noise level 58db
Voltage 240V
Frequency 50 Hz
Supply cord and plug YES 1m length
Total power consumption 234W
Warranty 2 Years
Instruction book+installation guide YES
Installation fittings YES
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Stylish stainless steel square rangehood featuring a 
black gloss facia panel with backlit touch controls 
and 3 speed fan operation.
A maximum extraction rate of 800 cubic metres per 
hour removes cooking smells from the kitchen.
The dishwasher safe stainless steel baffle filters are 
ideal for all cooktops including induction.


